
SPB - Wrapped V-Belt
Oil and heat resistant, antistatic, DIN 7753 / ISO 4184. Temperature from -40⁰C to +70⁰C.

Li: Inner lenght   /   La: Outer lenght = Li + 82 mm

Item No. Li (mm) Item No. Li (mm) Item No. Li (mm)

SPB 1250 1190 SPB 2500 2440 SPB 3800 3740

SPB 1260 1200 SPB 2530 2470 SPB 3870 3810

SPB 1320 1260 SPB 2580 2520 SPB 3875 3815

SPB 1400 1340 SPB 2650 2590 SPB 4000 3940

SPB 1410 1350 SPB 2680 2620 SPB 4120 4060

SPB 1500 1440 SPB 2720 2660 SPB 4250 4190

SPB 1600 1540 SPB 2730 2670 SPB 4296 4236

SPB 1690 1630 SPB 2750 2690 SPB 4310 4250

SPB 1700 1640 SPB 2800 2740 SPB 4318 4258

SPB 1750 1690 SPB 2840 2780 SPB 4370 4310

SPB 1800 1740 SPB 2900 2840 SPB 4500 4440

SPB 1850 1790 SPB 3000 2940 SPB 4750 4690

SPB 1900 1840 SPB 3070 3010 SPB 4820 4760

SPB 1950 1890 SPB 3150 3090 SPB 5000 4940

SPB 2000 1940 SPB 3170 3110 SPB 5070 5010

SPB 2020 1960 SPB 3200 3140 SPB 5300 5240

SPB 2030 1970 SPB 3238 3178 SPB 5380 5320

SPB 2060 2000 SPB 3250 3190 SPB 5500 5440

SPB 2120 2060 SPB 3328 3268 SPB 5600 5540

SPB 2150 2090 SPB 3340 3280 SPB 5680 5620

SPB 2180 2120 SPB 3350 3290 SPB 6000 5940

SPB 2240 2180 SPB 3412 3352 SPB 6300 6240

SPB 2264 2204 SPB 3425 3365 SPB 6700 6640

SPB 2280 2220 SPB 3450 3390 SPB 7100 7040

SPB 2300 2240 SPB 3550 3490 SPB 7500 7440

SPB 2360 2300 SPB 3650 3590 SPB 8000 7940

SPB 2450 2390 SPB 3700 3640 SPB 8500 8440

SPB 2473 2413 SPB 3750 3690 SPB 9000 8940
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