
RVFW .. CS series
Cast iron housing, interference fit bearing, temperature range -30°C to +110°C

d Weight 

mm H B1 A A1 A2 U J N Q S Z (kg)

RVFW 20 CS 20 100 14 17,0 8,0 2,0 3,0 78 9,0 M6 2 62 CS 204 2RS KASK04 0,50

RVFW 25 CS 25 115 15 19,0 9,0 2,5 4,0 90 9,0 M6 2 70 CS 205 2RS KASK05 0,71

RVFW 30 CS 30 125 16 20,5 9,5 2,0 3,5 100 11,5 M6 2 80 CS 206 2RS KASK06 0,91

RVFW 35 CS 35 135 17 20,5 10,0 1,0 2,5 110 11,5 M6 2 90 CS 207 2RS KASK07 1,27

RVFW 40 CS 40 145 18 23,0 11,5 1,0 3,5 120 11,5 M6 2 100 CS 208 2RS KASK08 1,62

RVFW 45 CS 45 155 19 25,0 12,0 2,0 4,5 130 14,0 M6 2 105 CS 209 2RS Cover Ø45 1,93

RVFW 50 CS 50 165 20 25,0 13,0 1,0 4,0 135 14,0 M6 3 110 CS 210 2RS KASK10 2,30

RVFW 60 CS 60 195 22 29,0 16,0 1,0 6,0 160 18,0 M6 3 135 CS 212 2RS N/A 3,20
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